
T i t l e  154 - STATE FIRE MARSHAL 

Chapter 5 - STORAGE OF EXPLOSIVES 

- 001. General. 

001.01. The s torage  of   explosive  mater ia ls  by any 
person must be i n  a  manner conforming  with the 
rey la t ions   conta ined   here in .  The s torage  regulat ions 
prescribed herein confer no rights or pr iv i leges  
t o  s tore   explosive  mater ia ls  i n  a  manner cont ra ry   to  
S t a t e   o r  other law. 

001.02. Notwithstanding  the  provisions  of  Section 001.01, 
t he   S t a t e  Fire Marshal may au thor ize   a l te rna te   s torage  
f a c i l i t i e s   f o r  the s torage  of   explosive  mater ia ls  when 
i t  i s  shown t h a t  such a l t e r n a t e   f a c i l i t i e s   a r e   o r   w i l l  
be constructed i n  a  manner subs t an t i a l ly   equ iva len t   t o  
the standards  of  construction  contained  in this sub- 
par t .  Such a l t e r n a t e   s t o r a g e   f a c i l i t i e s   s h a l l   n o t  be 
used f o r  the s torage  of   explosive  mater ia ls   unt i l  
approval i s  received from the S t a t e  Fire Marshal. 

001.03. A permittee who intends t o  make add i t ions   t o ,  
modification  of,  or  changes i n  his or   her  approved 
s torage  faci l i t ies   shal l   - fol low  the  procedures  and be 
subjec t  t o  the  requirements  of  Section 019. 

001.04. ' Explosives  shall  not be stored  within the 
incorporated  l imits  of  any c i t y   o r   v i l l a g e   o f  the 
S t a t e  of  Nebraska. Explosives  shall  not be stored in 
or   near   areas   containing two ( 2 )  o r  more r e s iden t i a l  
p roper t ies  which a r e  on adjacent lots and owned o r  
maintained bq! different pa r t i e s .  

001.05. All s t o r a g e   f a c i l i t i e s   s h a l l  be c l e a r l y  marked 
a s   t o   t h a t   f a c i l i t y ' s   c o n t e n t s .  Markings sha l l  be 
s u f f i c i e n t   t o  give warning to   persons i n  the area  of 

may be waived with the written  consent  of the S t a t e  
the danger of the f ac i l i t y ' s   con ten t .   Th i s   p rov i s ion  

Fire Marshal. 
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- 002.  Classes  of  Explosive  Materials. For purposes o f  this  
par t ,   there   sha l l  be three  c lasses   of   explosive  mater ia ls .  

materials  comprising  each  class,  are  as  follows: 
These c lasses ,   toge ther  w i t h  the  description  of  explosive 

which can be caused to   de tona te  by means of a 
002.01. High  Explosives. Explosive mater ia ls  

blasting  cap when unconfined.  (For  example,  dynamite.) 

002.02. Low Explosives.  Explosive  materials which 
can be caused to   de f l ag ra t e  when confined.  (For 
example,  black  powder.) 

002.03.  Blasting  Agents.  (For  example, ammonium 
n i t r a t e - f u e l   o i l . )  

- 003. Types of   Storage  Faci l i t ies .  For purposes  of these 
regulat ions,   there   shal l  be f ive   t ypes   o f   s to rage   f ac i l i t i e s .  
These types,   together w i t h  the classes  of  explosive  materials 
which sha l l  be stored therein, are   as   fol lows:  

.003.01. Type 1 Stor ,age  Faci l i t ies .  Permanent s torage 
f a c i l i t i e s   f o r   t h e   s t o r a g e  of  h i g h  explosives,   subject 
to   the  l imitat ions  prescr ibed by Section 006 and 013 
herein. Other c lasses  may a l s o  be s tored  therein.  

003.02. Type 2 Storage  Facil i t ies.   Portable  indoor 
and outdoor   s torage   fac i l i t i es   for   the   s torage   o f  
h i g h  explosives ,   subject   to   the  l imitat ions  prescr ibed 

may a l so  be s tored  therein;  
by Section 006, 008.02 and 013 herein.  Other  classes 

003.03. Type  3 Storage  Facil i t ies.   Portable  outdoor 
f a c i l i t i e s   f o r   t h e  temporary  storage  of h i g h  
explosives while attended  (for example,, a "day-box"), 
sub jec t   t o  the l imitat ions  prescr ibed by Sections 006 
and 013  herein.  Other  classes may a l s o  be stored 
therein.  

t h e o r a g e  of low explos ives ,   subjec t   to  the l imi ta -  
003.04. Type 4 S t o r a g e   F a c i l i t i e s .   F a c i l i t i e s   f o r  

t ions  prescribed by Sections  006.02, 010.02 and  013 
herein. Blasting  agents may a l s o  be s tored  therein.  

003.05. Type  5 S to rage   Fac i l i t i e s .   Fac i l i t i e s   fo r  the 
s torage  of   blast ing  agents ,   subject   to   the  l imitat ions 
prescribed by Sections  006.01 and 006.03,  011.02, and 
013 herein.  
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- 004.  Inspection  of  Storage  Facilities. Any person  storing 
explosive  materials  shall  open and inspect  his or   her  

days to  determine  whether the explos ives   there in   a re   in tac t  
s t o r a g e   f a c i l i t i e s  a t  in te rva ls  n o t  greater   than  three  (3)  

and to  determine  whether  there  has been unauthorized  entry 
or   a t tempted  entry  into the s t o r a g e   f a c i l i t i e s   o r   t h e  
unauthorized removal o f   f a c i l i t i e s   o r  their contents.  

- 005. Movement of  Explosive  Materials. All explosive  materials 
must be kept i n  s torage f a c i l i t i e s  meeting the standards 
prescribed by t h e  S ta t e  Fire Marshal unless they   a re :  

005.01. In the process  of  manufacture;  or 

005.02. Being physically  handled i n  the operating 
process  of a person  having  permit to   use ;   o r  

005.03. Being used; o r  

'005.04. Being transported  or  loaded  into a place  of 
storage  or  use by a permit tee   or 'by a person who has 
lawfully  acquired  explosive  materials  pursuant  to  the 
requirements  of  Section  020. 

- 006. Location  of  Storage  Facil i t ies.  

lations, storage f a c i l i t i e s  i n  which any explosive 
006.01. Except as  otherwise provided i n  these  regu- 

mater ia ls   are   s tored  shal l  be l o c a t e d   a t  m i n i m u m  
distances from inhabited b u i l d i n g s ,  passenger   ra i l -  
ways, public  highways, and from other   s torage 
f a c i l i t i e s  i n  which explosive  mater ia ls   are   s tored 
as   spec i f ied  i n  the American  Table  of  Distances,  (see 
Appendix V ) ,  provided t h a t  th i s  t ab le   sha l l   no t  
apply  to any indoor   s torage   fac i l i ty .  Glhen a s torage 
f a c i l i t y  i s  not  barricaded,  the  distances shown i n  
t he  American Table  of  Distances  shall be doubled. 
For purposes  ,of t h i s  paragraph, a s t o r a g e   f a c i l i t y  
shal l  be deemed barricaded when i t  i s  e f f e c t u a l l y  
screened from inhabited  buildings,  passenger  railways, 

which explos ive   mater ia l s   a re   s tored   e i ther  by a 
public  highways,  and  other  storage  facilities i n  

s t r a i g h t   l i n e  from the  top o f  any sidewall o f  the 
na tura l   o r   a r t i f ic ia l   bar r icade  o f  such  height  that  a 

s t o r a g e   f a c i l i t y  t o  the  eave  l ine  of  such  other 
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inhabited b u i l d i n g  or s t o r a g e   f a c i l i t y ,   o r   t o  a point 
12 f e e t  above the  center   of  a passenger  railway or 
public  highway, will pass  through  such  intervening 
barricade. 

o06.02. If any two o r  more s t o r a g e   f a c i l i t i e s   a r e  
separated from each  other by less   than  the  dis tances  
specif ied i n  Appendix V ,  then such two or more 
s t o r a g e   f a c i l i t i e s ,   a s   a ' g r o u p ,   s h a l l  be considered 
as one s t o r a g e   f a c i l i t y ,  and the   to ta l   quant i ty   o f  
explosive  material   stored i n  such  group  shall. be 

comply w i t h  t he  m i n i m u m  of  distances  specified i n  
t r ea t ed   a s  i f  s tored i n  a s i n g l e   f a c i l i t y  and sha l l  

Appendix V from other .   s torage   fac i l i t i es ,   inhabi ted  
buildings,  passenger  railways, and  public highways. 

006.03.  Storage f a c i l i t i e s  i n  which  low explosives 
a re   s tored   sha l l  be l o c a t e d   a t  m i n i m u m  dis tances  from 
inhabited b u i l d i n g s ,  passenger  railways,  public 
highways,  and from o t h e r   s t o r a g e   f a c i l i t i e s  i n  which 
explosive  mater ia ls   are   s tored  as   specif ied i n  the 
Table  of  Distances  for  Storage  of Low Explosives, 
Appendix VI. Provfded,  that this tab le   sha l l   no t .  
apply  to any  indoor   s torage  faci l i ty .  The dis tances  
shown therein  shal l   not  be reduced by the  presence 
of  barricades. 

006.04. Ammonium n i t r a t e  and s t o r a g e   f a c i l i t i e s  i n  
which b las t ing   agents   a re   s tored   sha l l  be located 
at'minimum  distances from s t o r a g e   f a c i l i t i e s  con- 
ta ining h i g h  explosives  or  blasting  agents  as 
specif ied i n  the-Table   of  Recommended Separation 
Distances  of Ammonium Nitrate  and Blasting Agents 
from Explosives  or  Blasting  Agents, Appendix VII. 

- 007. Construction o f  Type 1 Sto rage   Fac i l i t i e s .  A type 1 
s t o r a g e   f a c i l i t y   s h a l l  be  a permanent structure: ,  a b u i l d i n g ,  
an igloo 'or Army-type s t r u c t u r e ,  a tunnel ,   o r  a dugout. I t  

t h e f t - r e s i s t a n t ,  and well vent i la ted .  
sha l l  be b u l l e t - r e s i s t a n t ,  f i r e - r e s i s t an t ,   wea the r - r e s i s t an t ,  

007.01. B u i l d i n g s .  All b u i l d i n g  type  storage 

metal ,   or  a combination of these  mater ia ls  and sha l l  
f a c i l i t i e s   s h a l l  be constructed  of  masonry, wood, 

have no openings  except  for  entrances.and  ventilation. 

away for  drainage. 
Ground around  such  s torage  faci l i t ies   shal l   s lope 
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007.014. Masonry  Wall  Construction. Masonry wa l l  
c o n s t r u c t i o n   s h a l l   c o n s i s t   o f   b r i c k   c o n c r e t e ,   t i l e ,  
cement b lock ,   o r   c inde r   b lock  and s h a l l  be no t   l ess  
than 6 inches i n   t h i ckness .   Ho l l ow  masonry u n i t s  
used i n   c o n s t r u c t i o n   s h a l l  have a l l   h o l l o w  spaces 
f i l l e d   w i t h  well-tamped  coarse  dry  sand o r  weak concrete 
(a m ix tu re  o f  one p a r t  cement and e i g h t   p a r t s   o f  sand 
w i t h  enough w a t e r   t o  dampen the   mix tu re   wh i le   tamping  

spark ing   mater ia l .  
i n   p l a c e ) .   I n t e r i o r   w a l l s   s h a l l  be covered  wi th  a non- 

007.018. Fabr icated  Metal   Wal l   Construct ion.   Metal  
wa l l   cons t ruc t i on   sha l l   cons i s t   o f   sec t i ona l   shee ts   o f  
s t e e l   o r  aluminum not   less  - than number 14 gauge, secure ly  
f a s t e n e d   t o  a metal  framework. Such meta l   wa l l   cons t ruc t ion  
s h a l l   b e   e i t h e r   l i n e d   i n s i d e   w i t h   b r i c k ,   s o l i d  cement 

s h a l l  have a t   l e a s t  a 6- inch sand fill between i n t e r i o r  
b locks,  hardwood no t   l ess   t han  4 i n c h e s   i w t h i c k n e s s ,   o r  

and e x t e r i o r   w a l l s .   I n t e r i o r   w a l l s   s h a l l  be const ructed 
o f ,  o r  covered  wi th,  a non-sparking  mater ia l .  

007.01C. Wood Frame Wal l   Construct ion.  The e x t e r i o r   o f  
ou te r  wood w a l l s   s h a l l  be cove red   w i th   i r on   o r  aluminum 

'no t   l ess   t han  number 26 gauge. An i n n e r   w a l l   o f  non- 
spa rk ing   ma te r ia l   sha l l  be const ructed so as t o   p r o v i d e  
a space o f   n o t   l e s s   t h a n  6 inches  between  the  outer and 

sand o r  weak concrete.  

007.01D. F loors .   F loors   sha l l  be c o n s t r u c t e d   o f  a non- 
spark ing  mater ia l   and  shal l  be s t rong enough t o  bear  the 
w e i g h t   o f   t h e  maximum q u a n t i t y t o  be stored. 

007.01E. Foundations.  Foundations  shal l   be  constructed 
o f   b r i c k ,   c o n c r e t e ,  cement block,   stone o r  wood posts.  

foundat ion,   the  space  under  the  bui ld ings'   shal l  be 
I f  p i e r s   o r   p o s t s   a r e  used, i n   l i e u   o f   a . c o n t i n u o u s  

enc losed  wi th   meta l .  

007.01F. Roof.  Except f o r   b u i l d i n g s   w i t h   f a b r i c a t e d  
meta l   roo fs ,   the   ou ter   roo f   sha l l   be   covered  w i th   no   less  
than number  26-gauge i r o n   o r  aluminum  fastened t o  3/4 
inch  sheathing. 

007.016. Bu l le t -Res is tan t   Ce i l ings   o r   Roofs .  Where i t  
i s  p o s s i b l e   f o r  a b u l l e t   t o  be f i r e d   d i r e c t l y   t h r o u g h   t h e  
r o o f  and i n t o   t h e   s t o r a g e   f a c i l i t y   a t  such  an ang le   t ha t  

w a l l s ,   s t o r a g e   f a c i l i t i e s   s h a l l   b e   p r o t e c t e d   b y  one o f  
t h e   b u l l e t   w o u l d   s t r i k e  a po in t   be low  the   top   o f   inner  

the   fo l low ing  methods: 

. inner   wa l ls ,   wh ich   space  sha l l   be   f i l l ed   w i th   coarse   d ry  

28. 



. .  

Titlle 154 - Sta t e   F i r e  Marshal 
Chapter 5 

007.0161. A sand-tray  shall  be loca ted   a t  the 
tops of inner   wal ls   covering  the  ent i re   cei l ing 
a rea ,   except   tha t   necessary   for   vent i la t ion ,  
l ined w i t h  a l ayer   o f .bu i ld ing  paper, and f i l l e d  
with  not  less  than 4 inches of .coarse  dry  sand. 

007.0162. A fabr ica ted  metal  roof shal l  be 
construction o f  3/16-inch  plate  steel   l ined  with 
4 inches  of hardwood. (For  each  additional 
1/16-inch o f  p l a t e   s t e e l ,  the hardwood l in ing  
may be decreased 1 inch.)  

007.01H. Doors.  All  doors sha l l  be constructed  of %-inch 
p la t e   s t ee l  and l ined w i t h  2 inches  of hardwood.  Hinges 
and  hasps sha l l  be a t tached   to   the  doors by welding, 

be instal led i n  such a  manner that   the   hinges and hasps 
r ive t ing   or   bo l t ing  (nuts on ins ide  of door)..  They sha l l  

The use  of  14-gauge s teel   p lus  4 inches o f  hardwood for 
cannot be  removed when the doors are   c losed and locked. 

construction  of magazine doors i s  approved a s   subs t an t i a l ly  
meeting the  requirements  of this section. 

mortise  locks; or with two padlocks  fastened i n  separa te  
007.011.  Locks. Each door  shall  be equipped  with two 

and padlock;  or  with a mortise  lock  that   requires two keys 
hasps and s t ap le s ;  or with a  combination  of  mortise  lock 

t o  open; o r  a three-point  lock. Locks sha l l  be f ive -  
tumbler  proof. All  padlocks sha l l  be protected w i t h  %- 
inch  steel  caps  constructed so as  to  prevent sawing o r  
lever   act ion on the' locks  or  hasps.   Semitrailers,   tank 
trucks and  other   mobile   s torage  faci l i t ies   locked w i t h  
one steel  case  hardened  five-tumbler  padlock,  having  at 
l e a s t  7/16-inch  shackle  diameter  are  determined t o  meet 
the  necessary  requirements  of  this  section  provided t h a t  
hinges and hasps are   securely  fas tened t o  the  s torage 
f a c i l i t y  and that  al l   locking  hardware i s  secured  r igidly 
and d i r e c t l y   t o  the door  frame.  Accordingly,  only  one 
such  padlock  will be required  for  each  door  or  opening 

and such  padlocks need not be protected by s teel   caps.  
fo r   s emi t r a i l e r s ,  t a n k  t rucks and other mobile f a c i l i t i e s ;  

007.015. Ventilation. Except a t  doorways,  a  2-inch a i r  
space  shall be l e f t  around c e i l i n g s  and the perimeter  of 

4 by 6 inches. Vents in  the  foundation,  roof or gables 
f loors .  Foundation v e n t i l a t o r s   s h a l l  be not 1es s . than  

sha l l  be screened and o f f s e t .  The side  wall and door  
vent i la tor   tha t   a re   sc reened  and bullet-resistant .can be 
subst i tuted  for   foundat ion  vent i la tors .  
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007.01K.. Exposed Metal. No sparking  metal  construction 
sha l l  be exposed below the top  of  walls i n  the  i n t e r i o r  

blind-nailed or countersunk. 
. of s t o r a g e   f a c i l i t i e s ,  and a l l   n a i l s   t h e r e i n   s h a l l  be 

007.02.  Igloos, Army-Type Structures, Tunnels, and Dugouts. Igloo, 
Army-type s t ruc tu res ,   t unne l ,  and dugout s t o r a g e   f a c i l i t i e s   s h a l l  
be constructed  of  reinforced  concrete masonry,  metal or a combina- 

of n o t  less t h a n  24 inches on the t o p ,  s ides  and r e a r .  I n t e r i o r  
t ion  of  these  mater ia ls .  They shall   have'an earthmound covering 

wal ls  and f loo r s   sha l l  be covered with a non-sparkina  material. 
Storage f a c i l i t i e s   o f  this type   sha l l   a l so  be constructed i n  
conformity  with the requi.rements of Sections  007.010 and 007.01H 
th rough  007.01K. 

008. Construction of Type 2 Storage F a c i l i t i e s .  A type 2 s t o r a g e   f a c i l i t y  
s h a l l  be a box, a t r a i l e r ,  a s e m i t r a i l e r ,  or other mobile f a c i l i t y .   I t  
sha l l  be bu l l e t - r e s i s t an t ,   wea the r - r e s i s t an t ,   t he f t - r e s i s t an t ,   f i r e -  
r e s i s t a n t ,  and well   ventilated.  Except as  provided i n  Section.008.03, 
hinges .and  hasps  shall be a t tached   to   the   covers   o r  doors  in the manner 
prescribed  in  Section 007.01H and the locking  system  shall be t h a t  pre- 
scr ibed i n  Section 007.011 herein.  

008.01.  Outdoor S to rage   Fac i l i t i e s .  Outdoor s t o r a g e   f a c i l i t i e s  
s h a l l  be a t  least 1 cubic  yard i n  s i z e  and supported i n  such  a 
manner so as  t o  prevent direct   contact   wi th the ground. The s ides ,  
bottoms,  tops and  covers  or  doors  shall  be constructed  of  %-inch 

covers shal l   over lap sides a t  l e a s t  1 inch. The ground  around such 
s t e e l  and sha l l  be lined  with 2 inches of hardwood. Edges of metal 

s to rage   f ac i l i t i e s   sha l l   s lope  away for   d ra inaae .  When unattended, 
v e h i c u l a r   s t o r a g e   f a c i l i t i e s   s h a l l  have  wheels removed or sha l l  be 
otherwise  effectively  immobilized by k i n g p i n  locking  devices or 
other methods approved by the S ta t e  Fire Marshal. 

008.02.  Indoor  Storage  Facilities.' No i n d o o r   f a c i l i t y   f o r  the 
s torage  of  h i g h  explosives   shal l  be located i n  a residence o r  
dwelling. When located i n  a warehouse,   wholesale, ,or  retail  
establishment,  such s t o r a g e   f a c i l i t i e s ' s h a l l  be provided w i t h  
subs t an t i a l  wheels o r   c a s t e r s   t o   f a c i l i t a t e  removal' therefrom. No more 
than two indoor   s to rage   f ac i l i t i e s   sha l l  be kept i n  any  one building. 
Two s t o r a g e   f a c i l i t i e s  may be kept  in the same building  only when 
one is  used for   the   s torage  of b las t ing   caps ,  squibs, o r   s i m i l a r  
items and the o t h e r   f a c i l i t y  is  used f o r  the s t o r a g e , o f * o t h e r  
high  explosives. Each s to rage   f ac i l i t y   sha l l  be located on the 
f loor   neares t  the ground level and within 10 f e e t  o f  an outs ide 
ex i t .   Indoor   s torage   fac i l i t i es   wi th in  one bui lding  shal l  be 
separated by a distance  of  not  less  than 10 feet .  No indoor 
s to rage   f ac i l i t y   sha l l   con ta in  a quantity  of h i g h  explosives  in 
excess of 50 pounds o r  more than 5,000 b las t ing  caps. Indoor 
f a c i l i t i e s   s h a l l  be of wood o r  metal construct ion  as   prescr ibed 
in  Sections 008.02A o r  008.028. 
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008.02A. Wood Construct ion.  Wood indoor  
s t o r a g e   f a c i l i t i e s   s h a l l  have  sides,  bottoms, 
and covers o r  doors  const ructed  o f   2- inch 
hardwood  and s h a l l  be wel l   braced  a t   corners.  

' They s h a l l  be covered  wi th  sheet  metal   of   not  
. less  than number 20 gauge. N a i l s  exposed t o  

j .  t h e   i n t e r i o r   o f  such f a c i l i t i e s   s h a l l  be 
countersunk. 

008.028. Metal  Construction.  Metal  indoor 
s t o r a g e   f a c i l i t i e s   s h a l l  have  sides,  bottoms, 
and covers o f  doors   cons t ruc ted   o f  number 
12-gauge metal  and  shal l  be l i n e d   i n s i d e  w i t h  a 
non-sparking  mater ia l .  Edges o f  metal  covers 
s h a l l   o v e r l a p   s i d e s   a t   l e a s t  one inch. 

008.03. Cap Boxes. S t o r a g e   f a c i l i t i e s   f o r   b l a s t i n g  caps i n  
q u a n t i t i e s   o f  100 or  less  shal l   have  s ides,   bot toms,  and  covers 

mater ia l .   Hinges and  hasps s h a l l  be at tached  thereto  by  weld ing,  
c o n s t r u c t e d   o f  number  12-gauge metal and l i n e d   w i t h  a non-sparking 

A s ing le   f i xe - tumb le r   p roo f   l ock   sha l l  be s u f f i c i e n t   f o r   l o c k i n g  
purposes. 

- 009. Construct ion o f  Type 3 S t o r a g e   F a c i l i t i e s .  A type 3 storage 
f a c i l i t y   s h a i l  be a "day-box'' o r   o t h e r   p o r t a b l e   f a c i l i t y .  It s h a l l  be 
const ructed i n   t h e  same manner p r e s c r i b e d   f o r   t y p e  2 outdoor  storage 
f a c i l i t i e s  as prescr ibed  in   Sec t ion   008.01   here in ,   except   tha t  i t  may  be 

res i s tan t ,   wea the r - res i s tan t ,   t he f t - res i s tan t ,  and w e l l   v e n t i l a t e d .  Hinges, 
less  than 1 c u b i c   y a r d   i n   s i z e ,  and s h a l l  be b u l l e t - r e s i s t a n t ,   f i r e -  

ments o f   S e c t i o n  007.01H  and  007.011 here in .  The ground  around  such 
hasps, locks  and l o c k   p r o t e c t i o n   s h a l l  be i n   c o n f o r m i t y   w i t h   t h e   r e q u i r e -  

s h a l l  be l e f t   i n  such f a c i l i t i e s  i f  unattended. The exp los i ve   ma te r ia l s  
s t o r a g e   f a c i l i t i e s   s h a l l   s l o p e  away fo r   d ra inage.  No exp los i ve   ma te r ia l s  

conta ined  there in  must be removed t o   t y p e s  1 and 2 s t o r a g e   f a c i l i t i e s   f o r  
unattended  storage. 

- 010. Cons t ruc t i on   o f  Type 4 S t o r a g e   F a c i l i t i e s .  A t ype .4   s to rage 
f a c i l i t y  may be a bui ld ing,   an  ig loo,   or   Army- type  s t ructure,  a tunnel ,  

'and  shal l  be f i r e - r e s i s t a n t ,   w e a t h e r - r e s i s t a n t ,  and t h e f t - r e s i s t a n t .  They 
a dugout, a box, a t r a i l e r ,   o r  a s e m i t r a i l e r   o r   o t h e r   m o b i l e   f a c i l i t y  

s h a l l  be cons t ruc ted   o f  masonry, metal-dovered wood, fabr ica ted   meta l ,  
o r  a combination o f  these  mater ia ls .  The w a l l s  and f l o o r s   o f  such 
s t o r a g e   f a c i l i t i e s   s h a l l  be l i n e d   w i t h  a non-sparking  mater ia l .  The doors 
o r  covers  shal l  be m e t a l   o r   s o l i d  wood covered  wi th  metal .  The foundat ions,  

with the  requi rements  o f   Sect ion 007.01E, 007.01H, 007.011 and  007.01K 
locks,   lock  protect ion,   h inges,  hasps, and i n t e r i o r   s h a l l  be i n  conformity 

here in . 
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010.01. Outdoor Storage Facilities. The ground  around  such 
storage  facilities  shall  slope  away for drainage.  When  unattended, 
vehicular  storage  facilities  shall  have  wheels  removed or shall  be 
otherwise  effectively  immobilized by kingpin  locking  devices or 
other methods  approved by the  State  Fire Marshal. 

010.02. Indoor Storage Facilities. No indoor  facility for the 
storage of low  explosives shall  be  located  in a  residence or 
dwelling.  When  located in a warehouse, wholesale  or retail 
establishment,  such  storage  facilities shall  be  provided with 
substantial  wheels or casters  to  facilitate  removal  therefrom. 
No more  than one indoor  storage  facility shall  be kept in any  one 
building.  It  shall  be  located  on  .the floor nearest the ground 
level and within 10 feet of an  0utsi.de  exit. No indoor  storage 
facility  shall  contain  a  quantity  of  low  explosives  in  excess  of 
50 pounds. 

- 011. Construction of Type 5 Storage  Facilities.  A  type 5 storage  facility 
may be a  building, an igloo or Army-type  structure,  a  tunnel,  a dugout, 
a bin,  a  box,  a  trailer, or a  semitrailer or other mobile  facility and 
shall  be theft-resistant. The door or  covers  thereof shall  be  solid  wood 
or metal. The hinges, hasps, locks and lock  protection  shall  be in 
conformity with the  requirements of Section 007.01H and 007.011.herein. 

011.01. Outdoor Storage Facilities. The ground  around  such  storage 
facilities  shall  slope  away for drainage.  When  unattended,  vehicular 

effectively  immobilized by kingpin  locking  devices or other methods 
storage  facilities shall have  wheels  removed or shall  be otherwise 

approved by the State Fire Marshal. 

011.02. Indoor  Storage  Facilities. No indoor  storage  facility 
for the storage of blasting agents shall be  located in a  residence 
or dwelling. 

- 912. Smoking and  Open  Flames.  Smoking, matches,,open flames, .and 
any  outdoor  storage  facility. 
spark-producing  devices  shall not  be  permitted  in, or within 50 feet of, 

- 013. Quantity  and Storage Restrictions.  Explosive  materials  in  excess 
of 300,000 pounds  and  blasting  caps in excess of 20 million  shall not.be 

other explosive  materials in  the same storage facility. 
stored in one  storage  facility.  Blasting  caps shall not be  stored with 

- 014. Storage Within Types 1, 2, 3 and 4 Facilities. 
014.01. Explosive  materials  within  a storage facility shall  not 
be  placed  directly against  interior  walls. Any  devices  constructed 
or placed  within a  storage  facility shall not interfere  with 
ventilation. 
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014.02. Containers o f   e x p l o s i v e   m a t e r i a l s   s h a l l  be s to red   by  

and brands  shal l  be s to red   t oge the r   w i th in  a s t o r a g e   f a c i l i t y   i n  
b e i n g   l a i d   f l a t   w i t h   t o p   s i d e s  up. Corresponding  classes,  grades, 

such a manner that   c lass,   grade,  and brand marks a r e   e a s i l y  
v i s i b l e  upon inspec t ion .   S tocks   o f   exp los ive   mater ia ls   sha l l  be 
s to red  so as t o  be eas i l y   counted  and checked. 

ma te r ia l s  s h a l l  n o t  be  unpacked o r  repacked  inside a s torage 
014.03. Except w i th   respec t  t o  f iberboard   con ta iners ,   exp los ive  

f a c i l i t y   o r   w i t h i n  50 fee t   t he reo f ,  and s h a l l   n o t   b e  unpacked o r  
repacked i n   c l o s e   p r o x i m i t y   t o   o t h e r   e x p l o s i v e   m a t e r i a l s .  Con- 
t a i n e r s  o f  exp los i ve   ma te r ia l s   sha l l  be secure ly   c losed  wh i le   be ing  
stored. 

014.04. Tools  used f o r  opening o r   c l o s i n g   c o n t a i n e r s   o f . e x p l o s i v e  
m a t e r i a l s   s h a l l  be o f  non-spark ing  mater ia ls ,   except   that   meta l  
s l i t t e r s  may be used f o r  opening  f iberboard  conta iners.  A wood 
wedge and a f i be r ,   rubber ,  or wooden m a l l e t   s h a l l  be  used f o r  
opening o r   c l o s i n g  wood conta iners   o f   exp los ive   mater ia ls .   Meta l  
tools  other  than  non-sparking  t ransfer  conveyors  shal l   not  be 
s t o r e d   i n  any s t o r a g e   f a c i l i t y . c o n t a i n i n g   h i g h   e x p l o s i v e s .  

015.  Housekeeping.  Storage f a c i l i t i e s   s h a l l  be kept  clean, dr.y and f ree  
o f g r i t ,  paper, empty  packages  and conta iners,  and rubb ish .   F loors   sha l l  
be r e g u l a r l y  swept. Brooms and o t h e r   u t e n s i l s  used i n   t h e   c l e a n i n g  and 
maintenance o f   s t o r a g e   f a c i l i t i e s   s h a l l  have  no  spark-producing  metal 
par ts .   F loors  s ta ined  by  leakage  f rom  explos ive  mater ia ls   shal l  be cleaned 

mater ia l  has d e t e r i o r a t e d   t o   t h e   e x t e n t   t h a t  i t  i s  i n  a dangerous  condit ion, 
acco rd ing   t o   i ns t ruc t i ons   o f   t he   manu fac tu re r .  When any exp los i ve  

o r  i f  a l iqu id   leaks   there f rom,  i t  s h a l l  be destroyed i n  accordance w i t h  
t h e   i n s t r u c t i o n s   o f   i t s   m a n u f a c t u r e r .  The area  surroundi'ng  storage 
f a c i l i t i e s   s h a l l  be kep t   c lea r   o f   rubb ish ,   b rush ,   d ry   g rass ,   o r   t rees  
f o r   n o t   l e s s   t h a n  25 f e e t   i n   a l l   d i r e c t i o n s .  Any other   combust ib le  
m a t e r i a l s   s h a l l  be kept a d i s t a n c e   o f   n o t   l e s s   t h a n  50 fee t   f rom  ou tdoor  

w i t h i n  25 f e e t   o f  a magazine fo r   ba r r i cade   p ro tec t i on   pu rposes   p rov ided  
s t o r a g e   f a c i l i t i e s .  We have  approved a r e q u e s t   t o   p e t m i t   t r e e s   t o  grow 

t h a t  such t rees   a re  l i v i n g  and a t   l e a s t   I O - f e e t   h i g h .  . .  

015.01. Storage f a c i l i t i e s   s h a l l   n o t   c o n t a i n   o r  house  any amount 
o f  flammable o r   combus t ib le   ma te r ia l .  

- 016. R e p a i r   o f   S t o r a g e   F a c i l i t i e s .   P r i o r   t o   t h e   i n t e r i o r   r e p a i r   o f  
s t o r a g e   f a c i l i t i e s ,   a l l   e x p l o s i v e   m a t e r i a l s   s h a l l  be removed  and t h e  

f a c i l i t i e s ,  a l l  exp los i ve   ma te r ia l s   sha l l  be removed i f  t h e r e   e x i s t s ' a  
i n t e r i o r   s h a l l  be c l e a n e d .   P r i o r   t o   t h e   e x t e r i o r   r e p a i r   o f   s t o r a g e  

ma te r ia l s  removed f r o m   s t o r a g e   f a c i l i t i e s   u n d e r   r e p a i r   s h a l l   e i t h e r  be 
p o s s i b i l i t y   t h a t  such r e p a i r s  may produce  sparks or   f lame.  The exp los ive  

placed i n   o t h e r   s t o r a g e   f a c i l i t i e s   a p p r o p r i a t e   f o r   t h e   s t o r a g e   o f  such 
ma te r ia l s   under   t h i s   sub -pa r t   o r   p laced  a s a f e   d i s t a n c e   f r o m   t h e   f a c i l i t i e s  
under r e p a i r  where  they  shal l  be proper ly  guarded and p r o t e c t e d   u n t i l   t h e  ' 

repairs  have been completed. 
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- 017. L igh t i ng .  No l i g h t i n g   s h a l l  be p l a c e d   o r  used i n   a . s t o r a g e  
f a c i l i t y   o f   t y p e  1, 2, 3 o r  4 except   ba t te ry -ac t iva ted   sa fe ty   l igh ts  
o r   ba t te ry -ac t i va ted   sa fe ty   l an te rns ,   o r   spa rkp roo f   f l ash l i gh ts .  The 
use o f   e l e c t r i c a l   l i g h t s  when mee t ing   app rop r ia te   e lec t r i ca l   bu i l d ing  
codes  and when used o n l y   i n   s t o r a g e  magazines tha t   a re   l oca ted   i ns ide  
explos ive  manufactur ing  p lants  i s  approved.  Also  approved  are  glass 
openings i n   t he   manu fac tu r ing   p lan  magazines i n  o rde r   t o   pe rm i t  
i l l u m i n a t i n g   l i g h t s   f r o m   t h e   o u t s i d e .  

018. S e c u r i t y   o f  Magazines. The keys t o  any  magazine  doors and covers 
must be a v a i l a b l e   o n l y   t o   t r u s t e d  employees appointed i n  w r i t i n g  and 

t o  keep h i s   o r   h e r  magazines  locked  from a l l   unauthor ized  persons.  
p r e f e r a b l y  a permit tee.  It i s   t h e   s t o r a g e   p e r m i t t e e ' s   r e s p o n s i b i l i t y  

owned e l e c t r i c   d i s t r i b u t i o n ,   p u b l i c   u t i l i t i e s  and  comunications  systems 
P u b l i c l y  owned e l e c t r i c   d i s t r i b u t i o n ,   p u b l i c   u t i l i t i e s  and p r i v a t e l y  

may, a t   t h e i r   d i s c r e t i o n ,   d e s i g n a t e   c e r t a i n  employees who will be 
respons ib le   f o r   t he   i nspec t i on  and  security o f   s t o r e d   e x p l o s i v e s .  It i s  
permissible  for   these  persons  to  have  keys t o   t h e   s t o r a g e   p e r m i t t e e ' s  
magazine. 

- 019. Change o f  Locat ion;  Change i n  Construct ion.  

019.01. Other   than  s to rage  fac i l i t i es .   Except  as provided i n  
sec t ion  019.02;a permi t tee  may d u r i n g   t h e   t e r m   o f   h i s   o r   h e r  

a t  which he o r  she i n t e n d s   r e g u l a r l y   t o   c a r r y  on  such business  or 
permi t  remove h i s  or h e r   b u s i n e s s   o r   o p e r a t i o n s   t o  a new l o c a t i o n  

operat ions,   wi thout   procur ing a new permi t .  However, i n  every 

, must  be g iven  no t   less   than 10 days p r i o r   t o  such  removal t o   t h e  
case, n o t i f i c a t i o n   o f   t h e  new loca t i on   o f   t he   bus iness   o r   ope ra t i ons  

S ta te   F i re   Marsha l .   I n  each instance,   the  permi t  and  any copies 
' thereo f   fu rn ished  w i th   the   permi t   must  be submi t ted   fo r  endorsement 
to   the   S ta te   F i re   Marsha l .   A f te r   endorsement   o f   the   permi t  and 
the   cop ies   t he reo f   t o  show the  new l o c a t i o n  and the new p e n i t  

permi t tee.  
number, i f  any, the   S ta te   F i re   Marsha l  will r e t u r n  same t o   t h e  

19.02. S t o r a g e   F a c i l i t i e s .  A permi t tee  who i n t e n d s   t o  change the 

o r   he r   app l i ca t i on   (o the r   t han  a change o f   l o c a t i o n   o f  a po r tab le  
m i o n  o f   h i s   o r   h e r  approved  storage f a c i l i t y   d e s c r i b e d   i n   h i s  

approved  storage f a c i l i t y )   d u r i n g   t h e   t e r m   o f   h i s   o r   h e r   p e r m i t  

Marshal who issued  the   penn i t ,   descr ib ing   the   loca t ion ,   the   type  
s h a l l  make w r i t t e n   a p p l i c a t i o n ,   i n   d u p l i c a t e ,   t o   t h e   S t a t e   F i r e  

o f   c o n s t r u c t i o n ,  and t h e   c l a s s   o f   e x p l o s i v e   m a t e r i a l s  as prescr ibed 
herein.  The a p p l i c a t i o n  may i nc lude  a reques t   f o r   app rova l   o f  
spec i f ic   success ive changes i n   l o c a t i o n   o f  an  approved  storage 

a t  the new l o c a t i o n   p r i o r   t o   r e c e i p t   o f   t h e  copy o f  such a p p l i c a t i o n  
f a c i l i t y .   S t o r a g e   o f   e x p l o s i v e   m a t e r i a l s  may n o t  be commenced 

stamped "approved". 
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permi t tee  who i n t e n d s   t o  make a d d i t i o n s   t o   o r  changes i n  con- 
019.03. A d d i t i o n s   t o   o r  Changes i n  S t o r a g e   F a c i l i t i e s .  A 

a p p l i c a t i o n ,   s h a l l   f i l e  an app l i ca t i on   w i th   t he   S ta te   F i re   Marsha l  
s t r u c t i o n   o f  approved  storage f a c i l i t i e s   d e s c r i b e d   i n   h i s   o r   h e r  

f o r  an amended permi t ,   descr ib ing  the  proposed  addi t ions  or  
changes. A d d i t i o n s   t o   o r  .changes i n   c o n s t r u c t i o n   o f   a p p r o v e d  
s t o r a g e   f a c i l i t i e s  may no t  be made p r i o r   t o  issuance o f  the  
amended pei-mit. Upon r e c e i p t  o f  t h e  amended permi t ,   the  permi t tee 

t o   t h e  Sta te  F i re   Marsha l .  
s h a l l  submit h i s   o r   h e r  superseded  permit and any  copies  thereof 

- 020. Record  Keeping  and  Permitted  Transactions. 

020.01. All t r a n s f e r s   o f   e x p l o s i v e s   o c c u r r i n g   w i t h i n   t h e   S t a t e  
a r e   i l l e g a l   e x c e p t   t h e   f o l l o w i n g :  

020.01A. Any h o l d e r   o f  any permi t   requi red  under  
Sections 28-1213 t o  28-1239, Neb. Rev. Stat.  .(Reissue  1979) 

m a t e r i a l s   t o   t h e   h o l d e r   o f  any permi t   issued  by  the 
o r  a fede ra l   pe rm i t tee   o r   l i censee  may t r a n s f e r   e x p l o s i v e  

S t a t e   F i r e  Marshal o r   t o  a fede ra l   l i censee   o r   pe rm i t tee  
o r   t o  a p e r m i t t e e   o r  1. icensee  holding a p e r m i t   o r   l i c e n s e  

a te  and accurate  record  keeping as f u r t h e r   p r e s c r i b e d   i n  
issued  under  the  laws  of   another  state,   provided,  appropr i -  

these  ru les and regu la t ions   a re   fo l lowed.  

020.01B. All o t h e r   t r a n s f e r s   a r e   i l l e g a l .  

020.01C.  Under no cond i t i ons  may any pe rm i t   ho lde r   he re in  
p h y s i c a l l y   t r a n s f e r   t o   a n o t h e r   p e r s o n   i n   t h e   S t a t e   o f  
Nebraska  any explos ive  mater ia ls   un less  the  t ransferee 
p h y s i c a l l y  shows t h e   l i c e n s e   o r   p e r m i t   w h i c h   i s   a u t h o r i -  
za t ion   to   take   possess ion   o f   such  exp los ive   mater ia ls .  
Such transferee  must show t h a t  he o r  she  holds a pe rm i t  

o r   l i c e n s e   f r o m   a n o t h e r   s t a t e ,   o r   i s  a fede ra l   l i censee  
issued by the   S ta te   F i re   Marsha l ,  an equ iva len t   permi t  

o r   penn i t t ee .  

c 

020.02. Every  person i n  possession o f  a s to rage  permi t   sha l l   ma in-  
t a i n  an accura te   i nven to ry   o f   a l l   exp los i ves   i n   h i s   possess ion .  Each 
t rans fe r   o f   exp los i ve   ma te r ia l s   t o   o the r   pe rsons   mus t  be reco rded   to  

name, date and p l a c e   o f  b i r t h ,   s o c i a l   s e c u r i t y  number o r   t axpayer  
i nc lude  a s tatement   o f  in tended  use  by  the  t ransferee,   h is   or   her  

i d e n t i f i c a t i o n  number, and p lace   o f   res idence ,  and permi t  number 
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author iz ing  possession in   sa id   t rans feree .   Federa l   permi t tees  
and l icensees  in   compl iance  wi th   federa l   record-keeping  prov is ions 
s h a l l  be deemed i n  compliance wi th these  record-keeping  provisions. 

ma te r ia l s  t o  h i s   o r   h e r  own agent   or   servant   for   immediate 
020.03. Where the   s to rage   pe rm i t tee   i s   t rans fe r r i ng   t he   exp los i ve  

detonat ion,  a b las t i ng   l og   mus t  be maintained  descr ib ing  the  t ime, 
place, amount,  and t ype   o f   exp los i ves  used i n   t h e   b l a s t i n g   o p e r a t i o n .  

020.04.: Every  storage p e d t  ho lde r   sha l l  use such  accounting 
methods  as are  adequate t o  determine upon inven to ry   whe the r   o r   no t  
any exp los ives   a re   unaccounted . fo r .   Fur ther   inventor ies   to  

t h e   f i r s t  day o f  each  calendar  quarter.  Shortages i n  excess o f  
LZ o f  1 percen t   o f   t he   i nven to ry   wh ich   ough t   t o  be  on hand  must be 
r e p o r t e d   w i t h i n  24 hours o f   d i s c o v e r y ,   i n   w r i t i n g  t o  the   S ta te  
F i re   Marshal .  

. determine  whether  explosives  are  unaccounted f o r  must  be made on 

020.05. H o l d e r s   o f  bus iness  enterpr ise  purchase  permi ts   or  use 

m a t e r i a l s   t h a t  come i n t o   i t s  possess ion,   s ta t ing amount and type  of  
permits  must i n   a l l '  cases  maintain a l og   reco rd ing   exp los i ve  

exp los ive   mater ia ls .   .D ispos i t ion   o f   such  exp los ives   must  be shown. 
T f  such exp los ives   a re   t rans fer red   to   another ,   the   in fo rmat ion  
r e q u i r e d   i n   S e c t i o n  020.02 and the   p roo f  o f  t rans fe ree ' s   au tho r i t y  
r e q u i r e d   i n   S e c t i o n  020.01C must be obtained. Where such  explosives 
are  detonated, a b l a s t i n g   l o g  must  be  maintained  describing  the 
time;  place, amount  and type  o f   exp los ive   mater ia ls  used i n   t h e  
b las t ing   opera t ions .  Where t h e  same person  possesses a s toraae 
permi t ,  a business  enterpr ise  purchase.permit ,   and a use r ' s   pe rm i t  
o r  has  employees possessing  users'  permits,  compliance  with  the 
reco rd   keep ing   p rov i s ions   o f   Sec t i on  020.02 through 020.04 t o   t h a t  

p e r t a i n i n g   t o   t h a t   p e r s o n ' s  purchase  permit,  use pe rm i t  and 
person 's   s torage  permi t  will be deemed compliance w i t h  t h i s   s e c t i o n  

employees'  use  permits,  provided  that  accounting  methods  used  are 
adequate to   d i scove r  a l l  shor tages  not   accounted. for   by  detonat ion 
o r   v a l i d   t r a n s f e r s .  

S ta tu to ry   Au tho r i t y :  Neb. Rev. S ta t .  5928-1213 t o  28-1239;  81-502. 

L e g a l   C i t a t i o n :   T i t l e  154, Ch. 5, Nebraska Sta te   F i re   Marsha l .  
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